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Universal cylinders

Materials:

Housing: machining steel, burnished

Piston: hardened steel

Piston seal: NBR

Advantages:

Suitable for changing workpiece 
 sizes

Any installation position possible

Adjustable build-in depth

Easy to replace 

Protecting metal wiper

Application example:

with spring reset, single-acting, pmax. 500 (200) bar

Webcode: 022002

Description:

The universal cylinder is suitable to process 
changing work pieces with variable sizes in one 
clamping fixture. They are equipped with support 
ring and plug-in disk. Thus the cylinder can be 
directly installed into the fixture body. The design 
makes it possible to adjust the built-in depth in 
10 mm increments. The universal cylinder with 
piston Ø 50 mm has a G1/8 ventilation screw.

Important notice:

The cylinder must be protected from ingress 
of any coolants or cutting fluids into the spring 
chamber. The arrangement of the cylinders must 
be realized in a way that the ingress of liquids 
through the sintered metal air filter is prevent-
ed. Alternatively, the protection can be done by  
appropriate protective measures. Seal kits  
including fasteners are available as spare parts.
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Technical data:

Sinter metal air filter

The universal cylinder with piston Ø 10 mm 
will be supplied including the contact bolt.

Order number: 7004-036 (spare part)
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Contact bolts for other cylinder 
variations on data sheet 1000-1.
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Vent screw G1/8
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Internal thread
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